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Digital Signage System

Speci�cations

Packing   List

1 x RS-800 Digital Signage System

8 x mini DP to HDMI converter dongles

1 x Quick Installation Guide

Processor

Memory

Graphics

Video Output 

Max Resolution

Storage 

Ethernet 

Audio  Output 

I/O

Mounting Solution

Thermal Solution

Operating Environment

System Dimension

Regulation

Power Consumption

Intel Core i7 Quad-Core processor

8GB DDR3 (2 x 4GB)

AMD discrete graphics

8 x mini DP (mini DP to HDMI converter dongle included)

1920 x 1080@60Hz

64GB SSD

2 x 10/100/1000 Mbps

1 x analog line-out

6 x  USB 3.0, 4 x USB 2.0, 2 x RJ-45, 1 x RS-232

Rack mount bracket included

Fan cooling

0 - 40 oC, 20 - 80 % humidity

430 x 380 x 178 mm

CE, FCC Class A

500W PSU

Ordering  Information

Part No.

RS-800

Description

Active fan cooling

8 x HDMI output

Irregular video wall mode

Support 4K contents 
including videos

Digital Signage System, Intel Core i7 3.2 GHz, 8GB DDR3, 64GB SSD, 8 x 
mini DP Video Out, 1 x Audio Line-Out, w/ VXWall Pro Software

Landscape
/ Portrait display

VXWall Pro Soft Pack


